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REPLACEMENT SHEET 



RECEIVE A SIGNAL HAVING LOGICAL 
ONES AND LOGICAL ZEROS 

i 

PROVIDE A TIME MEASURING DEVICE 
CAPABLE OF MEASURING AN AMOUNT 
OF TIME IN TIME INTERVALS 

I 

DETERMINE A PLURALITY OF DURATIONS 



i 

SELECT A DURATION FROM AMONG THE 
PLURALITY OF DURATIONS 

i ~ 

COUNT DURATIONS AMONG THE PLURALITY 
OF DURATIONS THAT ARE EQUIVALENT 
TO THE SELECTED DURATION TO 
PROVIDE A FIRST CUMULATIVE TOTAL VALUE 

i 

DETERMINE WHETHER THE FIRST 
CUMULATIVE TOTAL VALUE IS LESS 
THAN ATHRESHOLD VALUE 

] 



FIG. 1A 
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COUNT DURATIONS AMONG THE PLURALITY 
OF DURATIONS THAT ARE EQUIVALENT 
TO A SECOND DURATION TO PROVIDE A 
SECOND CUMULATIVE TOTAL VALUE 



DETERMINE A WEIGHTED AVERAGE 
CORRESPONDING TO THE FIRST AND THE 
SECOND CUMULATIVE TOTAL VALUES 

i 

SETA BIT RATE OF THE SIGNAL USING 
A MATHEMATICAL INVERSE OF THE 
WEIGHTED AVERAGE 



FIG. 1B 
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RECEIVE A SIGNAL HAVING LOGICAL 
ONES AND LOGICAL ZEROS 

PROVIDE A TIME MEASURING DEVICE 
CAPABLE OF MEASURING AN AMOUNT 
OF TIME IN TIME INTERVALS 

1 



DETERMINE A DURATION 

I 



PROVIDE A PLURALITY OF COUNTERS 

INCREMENT ONE OF THE COUNTERS 
CORRESPONDING TO THE DETERMINED 
DURATION TO PROVIDE A CUMULATIVE 
TOTAL VALUE CORRESPONDING TO THE 
DETERMINED DURATION 

1 

REPEAT STEPS 206 AND 212 
UNTIL A DESIRED NUMBER OF 
DURATIONS ARE DETERMINED 

I 



FI6.2A 
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SELECT A FIRST DURATION FROM 
AMONG THE DETERMINED DURATIONS 



SELECT THE CUMULATIVE TOTAL 
VALUE CORRESPONDING TO THE FIRST 
DURATION TO PROVIDE A FIRST 
CUMULATIVE TOTAL VALUE 



DETERMINE WHETHER THE FIRST 
CUMULATIVE TOTAL VALUE IS LESS 
THAT A THRESHOLD VALUE 



SELECT A SECOND DURATION FROM 
AMONG THE DETERMINED 
DURATIONS 



SELECT THE CUMULATIVE TOTAL 
VALUE CORRESPONDING TO THE 
SECOND DURATION TO PROVIDE A 
SECOND CUMULATIVE TOTAL VALUE 



DETERMINE A WEIGHTED AVERAGE 



SETA BIT RATE OF THE SIGNAL 
USING A MATHEMATICAL INVERSE 
OF THE WEIGHTED AVERAGE 



FIG. 2B 
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FIG. 3 



